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LED AREA LIGHTS - STERLING® (XSB)

DOE LIGHTING FACTS

Department of Energy has verified representative product test
data and results in accordance with its Lighting Facts Program.

Visit www.lightingfacts.com for specific catalog strings.

US patents D664,704 D676,182 D680,676 D680,681 8215799 8,382,334 8,480,264 8,696,171 7,828,456

8,002,428 8,177,386 8,434,893 8,567,983 and CAN 2701653 2813111 and US & Int'l. patents pending

SMARTTEC™ - LS| drivers feature integral sensor which reduces drive current, when ambient
temperatures exceed rated temperature.

ENERGY SAVING CONTROL OPTIONS - DIM - 0-10 volt dimming enabled with controls by
others. BLS - Bi-level switching responds to external line voltage signal from separate 120-
277V controller or sensor (by others), with low light level decreased to 30% maximum
drive current.

OCCUPANCY SENSING (IMS) - Optional integral passive infrared motion sensor activates
switching of luminaire light levels. High level light is activated and increased to full bright
upon detection of motion. Low light level (30% maximum drive current) is activated when
target zone is absent of motion activity for ~2 minutes. Sensor is located on the center of
the access cover and has a detection cone of approximately 45°.

EXPECTED LIFE - Minimum 60,000 hours to 100,000 hours depending upon the ambient
temperature of the installation location. See LSI web site for specific guidance.

LEDS - Quantity of LEDs between 168 and 302 offered in Cool White (5000K) or Neutral
White (4000K) color temperature. 70 CRI.

DISTRIBUTION/PERFORMANCE - Available in wide throw (Type 5 and Type FT) and extended

wide throw (Type 5X, AIX, FTX, FTAX) distributions. FT-L, FT-R, FTX-L, FTX-R, FTAX-L and
FTAX-R allow for D180° mounting configurations with factory set optics for front row

automotive applications.

AX [ HOUSING - One-piece die-cast aluminum housing contains four gasketed die-cast

aluminum optical assemblies. Self-cleaning, vertically oriented structural ribs cast into
housing allow for maximum heat dissipation. All hardware is stainless steel. Fixture is IP65

rated.

OPTICAL UNITS - Patented and patent pending angled optical assemblies feature clear

tempered optical-grade glass sealed to die-cast aluminum optic assembly to create

LIGHT OUTPUT - XSB
Lumens (Nominal) Watts (Nominal)
Type 5Type 5X| Type AIX | Type FT|Type FTX |Type FTAX|5/5X/AIX| FT | FTX/FT
£ 8822600125400 | - |13700 | 24600 - 240 181 | 285
Ee HO | 26400(31000 | 28800 |16900 | 29200 | 29000 | 312 |233 | 366
8VH[] - 42200 | 41300 - 35700 | 491 420
% $S |18200(20700 - | 11400 | 20900 - 240 | 181 285
E HO (22300 26100 | 24800 | 14000 | 24300 | 24600 | 312 |233 | 366
Syno| - 35200 35300 33600 | 491 420

super-tight IP67 protection (includes pressure stabilizing breather). Lens is mounted

LED Chips are frequently updated therefore values may increase.

This product, or selected versions of this product, meet the standards
listed below. Please consult factory for your specific requirements.

ARRA ¢ @“5
Funding Compliant

v
ROHS FE

perpendicular to angled LEDs to produce widest distribution with highest efficacy
possible.

MOUNTING - Use with 5” traditional drilling pattern. Die-cast aluminum mounting arm,
with gasket supplied for use between pole and arm, mounts to round or square pole.
Round pole plate not required. Standard fixture arm allows for 90° and 120° mounting
configurations. Mounting arm wiring access panel (with safety lanyard) utilizes a tool-less
thumbscrew fastener.

ELECTRICAL - Terminal block, in mounting arm, for attachment of incoming primary wiring
is supplied. Two-stage surge protection (including separate surge protection built into
electronic driver) meets IEEE C62.41.2-2002, Location Category C. Available with universal
voltage power supply 120-277VAC (50/60Hz input) and 347-480VAC. Optional twistlock
photocell receptacle is available. Photocell must be ordered separately.

DRIVERS - Available in SS (Super Saver), HO (High Output) and VHO (Very High Output)
drive currents (Drive currents are factory programed.). Components are fully encased in
potting material for moisture resistance. Driver complies with IEC and FCC standards.
Drivers can be easily accessed by removing tethered center access cover.

OPERATING TEMPERATURE - -40°C to +50°C (-40°F to +122°F).

FINISH - Fixtures are finished with LSI's DuraGrip® polyester powder coat finishing process.
The DuraGrip finish withstands extreme weather changes without cracking or peeling.

WARRANTY - LSI LED fixtures carry a limited 5-year warranty.

PHOTOMETRICS - Please visit our web site at www.Isi-industries.com for detailed
photometric data.
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LED AREA LIGHTS - STERLING® (XSB)

05 0.8 1.7 6.7 6.9 10.0.16/8 10.8 10.6 10.9 70, 6.4 5.8

0.4

LUMINAIRE ORDERING INFORMATION

[viceorozs e XSB FTX LED HO CW UE WHT PCM |
t istributi Light Drive Color it n Optional

Prefix Distribution Source Current Tomperature Input Voltage Finish Optional Controls Sensor/Options
XSB | 5-TypeV LED [SS - Super Saver | CW - Cool White | UE - Universal | BLK - Black | Wireless Control System'? Sensor

5X - Type V Extended (5,5X FT.FTX,only) (5000K) Voltage BRZ»Bronze; ((blank) - None IMS - Integral Motion

ype ‘en e ) NW - Neutral White| (120-277V) | GPT - Graphite | PGM - Platinum Control System Sensor®

AIX - Automotive Interior Extended HO -High Output (4000K) MSV - Metallic | PCMH - Host/Satelte Platinum

FT - Forward Throw L3]4_7’45(J| PLE‘IVg\r Control System Options

FT-L - Forward Optic Rotaed for D180 Mount (Left VHO Very High Vrsal | PLE - PIIUM) GG - GoldCofol ystem PGR - Photoelctrc

Side) Output (Type 5X, oltage us GCMH - Host/Satellite Gold Control Receptac\e7

) AIX, FTAX only) (347-480V) | SVG - Satin | ooy System’
FT-R - Forward Optic Rotated for D180 Mount Verde Green DIV - 0-10 volt dimmin
(Right Side) WHT - White 0

(required for satellte fixtures)
FTX - Type FT Extended

FTX-L - Type FT Extended Optic Rotated for D180 i
Mount (Left Side) (blank) - None

ina®
FTX-R - Type FT Extended Optic Rotated for D180 DIM - 0-10 volt dimming
Mount (Right Side) (from external signal)

BLS - Bi-level Switching®
FTAX - Forward Throw Automotive Extended (from external swglna\ _ ?equired
FTAX-L - Forward Throw Automotive Extended 120-277V controls system voltage)
Optic Rotated for D180 Mount (Left Side)

FTAX-R - Forward Throw Automotive Extended
Optic Rotated for D180 Mount (Right Side)

FOOTNOTES:
1- For wireless controls information and accessories, see Controls section.

2- Requires a SiteManager and override switch. Not compatible with BLS or IMS option.
3- Consult factory for available configurations.

4- Not compatible with IMS or BLS option.

5- Not compatible with wireless controls system, DIM or IMS option.

6- Not compatible with wireless controls system, DIM or BLS option.
7- Photocell must be ordered separately. See Accessories.

8- House Side Shields add to fixture EPA. Consult factory.

9- Factory installed PCR option required. See Options.

10- Fusing must be located in the hand hole of pole.

LUMINAIRE EPA CHART - XSB ACCESSORY ORDERING INFORMATION' (Accessories are field installed)
48 Single 14 Description Order Number Description Order Number
= D18’ 27 XSB-FT/FTX/FTAX-HSS House Side Shield (Black only) 525144BLK° FK277 Single Fusing (277V) FK277'0
¥ - XSB-PLS Polycarbonate Shield 526013 DFK208, 240 Double Fusing (208V. 240V) DFK208,240'
- Do 26 BKS-BO-WM-*-CLR Wall Mounting Bracket 123111CLR DFK480 Double Fusing (480V) DFK480'
.-_- T90° 40 PC120 Photocell for use with PCR option (120V) 122514° FK347 Single Fusing (347V) FK347'0
[ ] " PC208-277 Photocell for use with PCR option (208V, 240V, 277V) 122515° PM0S120 120V Pole-Mount Occupancy Sensor 518030CLR"!
oo TN120 4.2 PC347 Photocell for use with PCR option (347V) 159516° PMOS208/240 208V, 240V Pole-Mount Occupancy Sensor 534239CLR™
.:. 090° 53 PC480 Photocel for use with PCR option (480V) 1225180° PMOS277 277V Pole-Mount Occupancy Sensor 518029CLR'!
FK120 Single Fusing (120V) FK120'0 PMOS480 480V Pole-Mount O S 534240CLR""
Note: House Side Shield adds to fixture ingl Fusing (120Y) Ol -Hount Decupancy Sensor
EPA. Consult Factory.

DIMENSIONS 11- To be used in conjunction with any of the PCM/GCM wireless controls systems in fixture.
32-3/4" Consult factory. ) )
832 mm) = m—
! 3 = "—\—-.—-—Mi:
8-3/8" 8-7/8" -
23-1/8" b (213 mm) I (225 mm) Front View
(591 mm) . > - I
3-5/8" — Side View
(92 mm)
Polycarbonate
23-1/4" ‘ Shield - PLS
! (591 mm) I
Top View

LEFT AND RIGHT VERSIONS OF TYPE FT, FTX & FTAX REFLECTORS (TOP VIEW)

A Area to be Lit A Note: Distributions are not field-rotatable. For D180 (‘m il

Forward Throw installations specify left (FT-L, FTX-L
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Cylinder Quarter Sphere Trapezoid Wedge
— — —t —
2 2" 2" 2"
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b T b
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POWER AND LUMENS BY BAR COUNT LUMEN MAINTENANCE LUMEN MULTIPLIER
. E01 ‘ E02 Fo1 F02 Ambient | 25,000 | 50,000 | 60,000 | 100,000 | Theoretical L70 Ambient Lumen
Number of LightBARs - - Hours* | Hours* | Hours* | Hours (Hours) Temperature | Multiplier
21LED LightBAR 7 LED LightBAR
25°C >99% | >97% | >96% | >93% > 450,000 10°C 1.02
Drive Current 350mA 1A
, a0°C >98% | >97% | >96% | >92% > 425,000 15°C 1.01
'ower
(Watts) 120-277V | 25W 47w 26w sow 50°C >97% | >96% | >95% | >91% > 400,000 25°C 1.00
Current 120V 0.22 0.40 0.22 0.42 * Per IESNA TM-21 data. 40°C 0.99
(A 277V 0.10 0.18 0.10 019 101
Power 347V or
(Watts) 180V 31w 52W 32W 55W 100
Current 347V 0.1 0.16 0.1 017 99
e (A 480V 0.16 0.18 0.16 0.18 _
z 98
X Optics g
F I 5
Lumens 2738 5,476 2,260 4521 < 9 l -
O BL2 3
. Bug Rating | B1-U0-G1 | B1-U0-GT | B1-UO-G1 | B1-UO-G1 | £ 96
g
Lumens 2,702 5,405 2,231 4,462 2 —
BL3 £ 95
Bug Rating | B1-U0-G1 | B1-U0-G2 | B1-U0-G1 | B1-U0-G1 | =
c
+ + + + + Lumens 2,613 5,225 2,157 4,313 g 9
BL4 E
1 . 9 4 . O 1 1 . l 18 . O 6 . 3 Bug Rating | B1-U0-G1 | B1-U0-G2 | B1-UO-G1 | B1-UO-GT | = o3 3
Lumens 2,785 5,670 2,299 4,598
GzwW 92
Bug Rating | B2-U0-G2 | B3-U0-G3 | B1-U0-G1 | B2-U0-G2
* + Lumens 2,435 4,869 2,010 4,020 L
11.8'6.6
. . Bug Rating | B1-U0-G1 | B1-U0-G2 | B1-U0-G1 | B1-U0-G2 %
0 10 20 30 40 50 60 70 80 20 100
Hours (Thousands) 25°C == 40°C 50°C =
+ + ORDERING INFORMATION
9 . 3 10 . l Sample Number: ISC-E02-LED-E1-BL3-GM
Product Family ' Number of LightBARs 22 Lamp Type Voltage Distribution Color 3
1SC=Impact Elite LED Small Cylinder E01=(1) 21 LED LightBAR | LED=Solid State Light | E1=Electronic BL2=Type Il w/Back Light Control AP=Grey
+ + + ISS=Impact Elite LED Small Quarter Sphere | E02=(2) 21 LED LightBARs Emitting Diodes (120-277V) BL3=Type lll w/Back Light Control BZ=Bronze
IST=Impact Elite LED Small Trapezoid F01=(1) 7 LED LightBAR 347=347V BL4=Type IV w/Back Light Control BK=Black
. . . ISW=Impact Elite LED Small Wedge F02=(2) 7 LED LightBARs 480=480V * GZW=Wall Grazer Wide DP=Dark Platinum
SLL=90° Spill Light Eliminator Left GM=Graphite Metallic
SLR=90° Spill Light Eliminator Right | WH=White
Options (Add as Suffix) Accessories (Order Separately) "
+ + +\2 2L=Two Circuits ® MA1253=10KV Circuit Module Replacement
6 1 1 1 4 1 7030=70 CRI/ 3000K CCT? MA1254-XX=Thruway Back Box - Impact Elite Trapezoid
. . 7050=70 CRI/ 5000K CCT ? MA1255-XX=Thruway Back Box - Impact Elite Cylinder
7060=70 CRI/5700K CCT? MA1256-XX=Thruway Back Box - Impact Elite Quarter Sphere
8030=80 CRI/3000K CCT? MA1257-XX=Thruway Back Box - Impact Elite Wedge
P=Button Type Photocontrol (Available in 120, 208, 240 or 277V. Must Specify Voltage)
+ + + + 0SB=Occupancy Sensor with Back Box (Specify 120V or 277V)
BBB-XX=Battery Pack with Back Box (Specify 120V or 277V) ¢
3 5 10 7 10 6 7 9 CWB-XX=Cold Weather Battery Pack with Back Box (Specify 120V or 277V) ©®
. . A . DIM=0-10V Dimming Drivers
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PLEASE NOTE:

TO STARTING THE AFFECTED WORK.

COMPLETE SET OF CONTRACT DOCUMENTS TO SUBCONTRACTORS.

THIS DRAWING IS THE PROPERTY OF Al DESIGN GROUP, AND IS NOT TO BE REPRODUCED OR COPIED IN WHOLE OR IN
PART. IT IS NOT TO BE USED ON ANY OTHER PROJECT AND IS TO BE RETURNED UPON REQUEST. IN THE EVENT THAT
THE CONTRACTOR DISCOVERS ANY ERROR, OMISSION OR CONFLICT AS TO THE INTENT OF THE CONTRACT
DOCUMENTS WITH REGARD TO THE PROPER EXECUTION AND COMPLETION OF THE WORK, THE CONTRACTOR SHALL
IMMEDIATELY NOTIFY THE OWNER AND THE ARCHITECT AND SEEK CORRECTION OR INTERPRETATION THEREOF PRIOR

THIS SHEET IS PART OF A COMPLETE SET OF CONTRACT DOCUMENTS AND DOES NOT INCLUDE ALL INFORMATION
REQUIRED TO COMPLETE THE PROJECT. IT IS THE GENERAL CONTRACTOR'S RESPONSIBILITY TO PROVIDE THE

CONTRACTOR SHALL REFERENCE LEGEND SHEET G-002 AND/OR PROJECT MANUAL FOR GENERAL CONDITIONS,
RESPONSIBILITIES, AND PROCEDURES. THE CONTRACTOR, EVIDENCED BY PERFORMING WORK FOR THE PROJECT
HAS REVIEWED AND ACCEPTED THE CONDITIONS AND PROVISIONS DOCUMENTED WITHIN SHEET G-002 AND/OR
PROJECT MANUAL AND SHALL CONSIDER THE FOLLOWING NOTATION SUPPLEMENTAL TO THOSE CONDITIONS.
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INTERIORS

DESCRIPTION

The Impact Elite family of wall luminaires is the ideal complement to
site design. Incorporating modular LightBAR™ technology, the Impact
Elite luminaire provides outstanding uniformity and energy-conscious

illumination. Combined with a rugged construction, the Impact Elite

luminaire is the ideal facade and securi
schools, office complexes, apartments
listed for wet locations.

SPECIFICATION FEATURES

ity luminaire for zones surrounding
and recreational facilities. UL/cUL

McGraw-Edison

g =
Type ({(’X 1 3\

Project

Comments

Prepared by

Construction

Heavy-wall, die-cast aluminum
housing and removable hinged
door frame for precise tolerance
control and repeatability. Hinged
door inset for clean mating with
housing surface and secured via
two captive fasteners. Optional
tamper-resistant Torx™ head
fasteners offer vandal resistant
access to the electrical chamber.

Optics

Choice of six patented, high-
efficiency AccuLED Optics™
distributions. Optics are precisely
designed to shape the light
output, maximizing efficiency and
application spacing. AccuLED
Optics technology creates
consistent distributions with the
scalability to meet customized
application requirements. Offered
Standard in 4000K (+/- 275K) CCT
and minimum 70 CRI. Optional
3000K CCT, 5000K CCT and 5700K

Electrical

LED drivers mount to die-cast
aluminum back housing for optimal
heat sinking, operation efficacy,
and prolonged life. Standard
drivers feature electronic universal
voltage (120-277V 50/60Hz), 347V
60Hz or 480V 60Hz operation,
greater than 0.9 power factor, less
than 20% harmonic distortion, and
are suitable for operation in -40°C
to 40°C ambient environments.

All fixtures are shipped standard
with 10kV/10kA common -

and differential - mode surge
protection. LightBARs feature

an IP66 enclosure rating and
maintain greater than 95% lumen
maintenance at 60,000 hours

per IESNA TM-21. Emergency
egress options for -20°C ambient
environments and occupancy
sensor available.

Mounting

Gasketed and zinc plated rigid steel
mounting attachment fits directly
to 4” j-box or wall with the Impact
Elite “Hook-N-Lock” mechanism
for quick installation. Secured with
two captive corrosion resistant
black oxide coated allen head set
screws concealed but accessible
from bottom of fixture.

Finish

Cast components finished in a
five-stage super TGIC polyester
powder coat paint, 2.5 mil nominal
thickness for superior protection
against fade and wear. Standard
colors include black, bronze, grey,
white, dark platinum and graphite
metallic. RAL and custom color
matches available. Consult the
McGraw-Edison Architectural
Colors brochure for the complete
selection.

Warranty

CCT. Five-year warranty.
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ISC/ISS/ISTISW
IMPACT ELITE LED

AT 1-2 LightBARs
c Solid State LED

O
i/

—
WALL MOUNT LUMINAIRE

CERTIFICATION DATA
UL/cUL Listed

LM79 / LM80 Compliant

IP66 LightBARs

1SO 9001

DesignLights Consortium® Qualified*

ENERGY DATA

Electronic LED Driver

>0.9 Power Factor

<20% Total Harmonic Distortion
120-277V/50 & 60Hz, 347V/60Hz,
480V/60Hz

-40°C Minimum Temperature
40°C Ambient Temperature Rating

SHIPPING DATA
Approximate Net Weight:
18 Ibs. (8 kgs.)

TD514002EN
2015-06-03 10:00:35

ISC/ISS/IST/ISW IMPACT ELITE LED

LCF=LightBAR Cover Plate Matches Housing Finish
ULG=Uplight Glow
TR=Tamper Resistant Hardware

* + Y b NOTES:
1 7 7 1 2 7 1. DesignLights Consortium® Qualified. Refer to www.designlights.org Qualified Products List under Family Models for details.
. . . . 2. Standard 4000K CCT and greater than 70 CRI. LightBARs for downlight use only.
f

eeeee d by 350mA and 7 LED LightBAR po»
ye . Per NEC, not f

80V Wy e wi
Phase Cori

2.8 48 8.7 83 by

1. Replace XX with color suff

F.T-N

+ + + + +
26 35 7.4 11.711.5
. . . . . Powering Business Worldwide

P: 770-486-4800
www.eaton.com/light

26 28 46 11.2 *11@

X

27 24 31 97 107 8‘

27 23 26 56 11.314.2 3.6
26 23 23 33 78 80 34

3.1 29 27 32 45 47 3.0

1
OFTX 0
15

uest. Consult your lighting
ry. Not av:

wered by 1A,

th ungrounded systems, impedance grounded systems or

ive at Eaton for more

ailable with 347V or 480V. Available with two bars (E02
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1121 Highway 74 South
Peachtree City, GA 30269

ting

or F02) only.

Time delay factory setting 15-minutes. When ordered with PC option, both bars are connected to photocontrol as primary switching means.
1l configura

tions or with BBB or CWB options.

is ra (0°C). Operates one bar for 90-minutes. Not available in all config
0. Specify 120V or 277V. LED cold weather integral battery pack is rated for minimum operating temperature -4°F (-20°C). Operates one bar for 90-minutes. Not available in all
ix.

corner grounded systems (commonly known asThree Phase Three Wire Delta, Three Phase High Leg

urations or with OSB option. Consult
configuratio

ctol

factory.
ns or with OSB option. Consult factory.
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Mercedes-Benz

SONIC DEVELOPMENT,

LLC
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Luminaire Schedule
Symbol Qty Label Arrangement Total Lamp Lumens Description Tag
B 9 IST-FO2-LED-E1-BL4-7050 SINGLE N.A. IST-FO2-LED-E1-BL4-7050 oW
—l 16 XSB-FTAX-LED-SS-NW-UE SINGLE N.A. XSB-FTAX-LED-SS-NW-UE OFTX
E| 1 XSB-FTX-LED-SS-NW-UE SINGLE N.A. XSB-FTX-LED-SS-NW-UE OFT
[JE] 4 XSB-5-LED-HO-NW-UE BACK-BACK N.A. XSB-5-LED-HO-NW-UE 05

Rev # Date Description
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(152 mm)
(

] LSI INDUSTRIES INC

LISTED N .
wet location HIPPING WEIGHT (in carton) - 65 Ibs./29.5K J ) or FTAX-L) and/or right (FT-R, FTX-R or FTAX-R) side

S G WEIGHT ( ) /29.5Kg Use Types U;;_Rvne mounting. Orientation is based on standing at the 5-5/16"
- P65 LISTING - UL listed to U.S. and International safety standards. Suitable for wet locations. F';,T);'-L ETX-R pole and looking out at the area to be lit. 135 mm)

- ( E @ P67 For a list of the specific products in this series that are DLC listed, please consult the LED Fm;_l_ ole FTAX-R House Side Shield (525144BLK)

Lighting section of our website or the Design Lights website at www.designlights.org.
Fixtures comply with ANSI C136.31-2010 American National Standard for Roadway Lighting (left) (right)
Equipment - Luminaire Vibration 3G requirements.

Project Name | Fixture Type 11/19/15 Project Name | Fixture Type 1119715
©2015 ©2015

Catalog #

| LSI INDUSTRIES INC Catalog #

Revision Schedule

Copyright 2015. All rights reserved. Printed or electronic drawings and
documentation may not be reproduced in any form without written permission
from ai Design Group. Inc.
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